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Motorove oleje pro
plynovée motory
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Connected 0Oil

Online sledovani stavu oleje
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Vyznam analyz u plynovych motoru

* Nebyvaji standardizované intervaly vymeny oleje
* Intervaly vymeény oleje je tfeba definovat individualné analyzou oleje
» Kazdy vyrobce ma sve vlastni limity

Standardni analyzy:

» Vyzaduji praci

* Nutné cestovani
 Limitované poc¢tem vzorku
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Online sledovani

Monitorovani stavu 24/7

Lepsi planovani udrzby

Prevence odstavek

Méne prace (vzorkovani, odesilani)

Kontrola kazdych 30 sekund = vice nez 1 milion analyz za rok
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Senzor

Hmotnost 90 g

Midx1.5

Max. teplota 150 °C
Max. tlak 25 bar
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Magnets

130mm

Engine Running (+6~+30VDC) ==
Power IN (+12/24VDC)
Ground

3000mm

TotalEnergies

Oil Sensor Gateway

RED=VOC (+12/26VDC) / BLACK.Ground / WHITE=Engine Running (5-3VDC)
Elactical Pomer 2utng
+9-30VDC / 10N
Temperature Renge
20°C 10 +50°C fopecating} / 0°C to +45°C (hwging
Rodic Fraquencies
LoRa: 86810 MHz / GSM: 900-1800MHs / BLE: 2450MHz

—- DO NOT OPEN-—
~ELECTRICAL HAZARD - NO SERVICEABLE PARTS INSIDE -

Power LED

180mm

TE Connectivity
FPS2800BI12C4
Oil Sensor
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Online analyza
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Funkce

R&D TOTAL
Data Science

Gateway SIM

CanBus 5

Algorithm

o ToTtAaL  Dashboard Users Sites ROBERT JANSSENS @  EN

1 gy —

Criterias Value 100%

9 8 (y Recommendation
0 Lubricant aging (%) 49.2% . = The oll quallty s below the
3 defined threshold. No
correlation B | e
Viscosity at 100°C (mm¥/sec) 13 6mmisec > St
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Connected Ol by TotalEnergies

E-mail
jakub_grunt@totalenergies.com

Password
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Jakub
Grunt

jakub.grunt@totalenergies.com
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